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Test Report

[ Contact Partners ] Mr Abreu

[ Sampled by ] Client (( DAk1D<e§sche

[ Performance date ] 15.10.2018 - 28.12.2018 /S'fg[‘_?ﬂngzfgﬁfgge”e

[ Article Description ] NAPPATECH

[ Colour] Olive

[ Scope of Testing ] -Full test in accordance with DIN EN 15618: 2012-08

-Resistance to seam slippage DIN EN ISO 13936-2:2004-07
-Hydrolysis
-Colour fastness to perspiration DIN EN ISO 105-E04:2013-08
-Colour fastness to sea water DIN EN 1ISO 105-E02:2013-06
-Colour fastness to chlorine water DIN EN I1ISO 105-E03:2010-08
-Colour fastness to artificial weathering DIN EN 1ISO 105-B04:1997-05
-Ignitability BS 5852:2016, source 0 and source 1

Dear Mr Abreu

Thank you for your order. Please find attached the results.
Please do not hesitate to contact us if you have any questions. Please then provide the CTL number.

Yours sincerely

CTL® GmbH

i.A. Evelyn Grotebrune
Deputy manager furniture laboratory
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CTL® GmbH

Wir bestimmen Qualitat! CTL®-No. 518480-1
[ Article Description ] NAPPATECH
[ Colour] Olive
[ Date ] 28.12.2018
Article Profile
Test Result
Test Test Specification Unit Length Crosswise Category
*Ignitability” DIN EN 1021-1:2014-10 --- "passed"” A
DIN EN 1021-2:2014-10 Requirement of the test method are
-without soaking- fulfilled
*Tensile strength DIN EN ISO 1421:2017-03, N (%) 448 (95.0) 334.0 (157.1) A/IA
method 1
*Tear growth resistance |DIN EN ISO N 67.5 73.2 A/IA
4674-1:2017-03,
method A
*Bursting Strength ISO 3303-2: 2012-08 kPa 360 >B
*Abrasion resistance? DIN EN ISO Cycles 700: grade 3 A
5470-2:2003-10,
method 2,
SiC-Paper, P180 Granularity
*Abrasion resistance of |DIN EN ISO Cycles 102 400: grade 1 A
the equipment? 5470-2:2003-10, coating breakage: >300 000
method 1,
Crossbred
*Permanent creasing acc. to DIN EN ISO --- Length: OK A
behaviour 32100:2011-04 /
Original DIN 53359:2006-11 Crosswise: OK
200 000 cycles
Sample shape: B Diagonal: OK
*Coating adhesion DIN EN ISO 2411:2018-02% N 78.1 58.7 AIA
Colour fastness to light |DIN EN ISO 105- Grade >5 =A
B02:2014-11
Process 3,
Exposure level 5
Colour fastness to DIN EN ISO 105- Grade dry wet A/IA
rubbing X12:2016-11
5 5
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Wir bestimmen Qualitat!

Note:

) with flammable PU-foam 25 kg/m3

The results listed above only relate to the ignitability of the combination of materials under the above specific testing
conditions; they are not to be seen as a assessment for the evaluation of the total fire risk in the use of the materials in

practice.

CTLQ GmbH

CTL®-No. 518480-1
[ Article Description ] NAPPATECH
[ Colour] Olive
[ Date ] 28.12.2018

2) Requirement in accordance with DIN EN 15618: number of abrasion cycles without exposure of an intermediate layer

under the outer skin.

3) Requirement in accordance with DIN EN 15618: Quality at least 2

4) Glued with super glue

Additional Tests

Test Test specification Unit Test result
Resistance to seam slippage DIN EN ISO mm Lengthwise Crosswise
13936-2:2004-07 1.5 1.5
180 N load
*Permanent creasing acc. to DIN EN ISO --- Lengthwise Crosswise Diagonal
behaviour 32100:2011-04 /
after Hydrolysis DIN 53359:2006-11/ OK OK OK
(acc. to ISO 1419:2018-08, RAL-GZ 430/4:2016-01
method C) 15 000 cycles
21d 70°C 95-98% rel.AH Sample shape: B
*Permanent creasing acc. to DIN EN ISO --- Lengthwise Crosswise Diagonal
behaviour 32100:2011-04 /
after Hydrolysis DIN 53359:2006-11/ OK OK OK
(acc. to ISO 1419:2018-08, RAL-GZ 430/4:2016-01
method C) 15 000 cycles
35d 70°C 95-98% rel.AH Sample shape: B
*Permanent creasing acc. to DIN EN ISO --- Lengthwise Crosswise Diagonal
behaviour 32100:2011-04 /
after Hydrolysis DIN 53359:2006-11/ OK OK OK
(acc. to ISO 1419:2018-08, 15 000 cycles
method C) Sample shape: B
70d 70°C 95-98% rel.AH
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@ CTL® GmbH

Wir bestimmen Qualitat! CTL®-No. 518480-1
[ Article Description ] NAPPATECH
[ Colour] Olive
[ Date ] 28.12.2018
Result
Colour fastness Test Specification (Grade)
ch . Staining of accompanied fabric
ange in
colour WO PAN PES PA6.6 co CA
Fastness to perspiration DIN EN ISO 105- 5
E04:2013-08
alkaline 5 5 5 5 5 5
Fastness to perspiration DIN EN ISO 105- 4-5
E04:2013-08
acidic 5 5 5 5 5 5
Fastness to sea water DIN EN ISO 105- 5
E02:2013-06
5 5 5 5 5 5
Test Test specification Unit Test result
Fastness to chlorine water DIN EN ISO 105- grade 4-5
E03:2010-08,
solution: 50 mg/I
Fastness to artificial DIN EN ISO 105- grade >5
weathering B04:1997-05,
Process 3,
Exposure level 5;
wetting: 1 min.
drying: 29 min
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CTL® GmbH

Wir bestimmen Qualitat! CTL®-No. 518480-1
[ Article Description ] NAPPATECH
[ Colour] Olive
[ Date ] 28.12.2018

Test Method /

Test Standard Value
*Ignitability
Ignition source smouldering acc. BS 5852:2006-03 "passed"
cigarette? Source 0

. . Requirement of the test method are fulfilled
- without soaking -

*Ignitability
Ignition source match flame acc. BS 5852:2006-03 "passed"
equivalent” Source 1

- without soaking - Requirement of the test method are fulfilled

Dflammable PU foam 25 kg/m3

The results listed above relate only to the ignitability of the combination of materials under the above specific testing
conditions; they are not to be seen as a assessment for the evaluation of the total fire risk in the use of the materials in
practice.

CTL® GmbH

i.A. Evelyn Grotebrune
Deputy manager furniture laboratory
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